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RESTORATION PROGRAM DIVISION FROM JULY 1,1994 THROUGH SEPTEMBER 30,1994 - 
SGS-535-94 

Action None required 

This letter is in response to the required quarterly summary report of internally reportable 
occurrences for Environmental Restoration Program Division (ERPD) The quarterly report 
for the third period of July 1, 1994 through September 30, 1994, includes seven internal 
occurrences as follows* 

CLASSIFICATION 

IN REPLY TO RFP CC NO 

ACTION ITEM STATUS 
3 PARTIAUOPEN 

7 CLOSED 

On July 5, the Colorado Highway Patrol (CHP) discovered a car at the bottom of a 
ravine The vehicle left the Highway #128, rolled through the North Buffer Zone fence, 
and landed 175' below CHP contacted the owner of the abandoned vehicle 
Approximately one cup of oil leaked from the vehicle to the ground The Garage 
personnel cleaned the area and drummed the soil A sampling team examined and 
verified that the area was clean Samples of the drummed soil and the area in the North 
Buffer Zone were taken for analysis. The soil drummed was stored at the Garage in 
accordance with plant procedure Environmental Operations Management (EOM) had the 
Buffer Zone fence repaired Owner reported to CHP that he pulled off the side of the road 
at approximately 0030 hours, exited his vehicle for a moment when he noticed the 
vehicle started rolling over the edge of the ravine The owner further stated that he 
notified his father of the accident and then he entered the buffer zone to retrieve articles 
(cooler) out of the vehicle The driver was ated for not reporting an accdent 

On August 1, 1994 at 1030 hours, Operable Unit (OU) 11 (Individual Hazardous 
Substance Site 168 (IHSS 168), a Water Development, Inc (subcontractor to S M 
Stoller Corporation) sonic drill rig located in the West Spray Field was experiencing 
flywheel problems The subcontractor was trying to make repairs to the flywheel when 
the hydraulic oil filter broke on the sonic drill rtg A check valve broke initially, 
lodging in the return line, causing pressure to build and eventually breaking the oil 
filter and spraying a fine mist of oil onto the ground outside the plastic containment 
area Less than one cup of hydraullc oil (approximately 2' by 3') was sprayed onto the 
grassy area. The grassy area was cleaned and bagged by subcontractor personnel per 
plant policy The drill rig was wiped down with rags and moved to the 903A Main 
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Decontamination Facility for cleaning before being moved off site for repairs The 
subcontractor had been previously trained on decontamination pad procedures, but 
neglected to wipe the hydraulic oil from the drill rig prior to driving onto the pad. The 
drill rig fouled the decontamination pad with oil and additmnal rags were required to 
clean the area. SIX broken bolts on the drill rig flywheel were repaired off site and the 
rig was brought back on site Friday, August 5, 1994 to continue operations. The area 
was cleaned and the grass, soil, and rags were drummed. The Water Development 
Company subcontractor personnel were retrained in decontamination pad procedures 
The 903A Main Decontaminatmn Facility required additional cleanings. Subcontractor 
personnel from the 903A Decontaminatmn Facility have revised the instructions and 
training for use of the pad. All equipment ready for decontamination will be inspected 
personally by 903A personnel prior to entry This sonic drilling rig contains 100% 
more hydraulic lines than a normal drilling rig. Therefore, the chances of a hydraullc 
leak in this ng are increased 100%. The quantity of rags used to wipe down the 
equipment for a visual check of the lines is a trade-off in that this type rig eliminates 
drill cuttings by 75%. 

EGBG Rocky Flats, Inc requested this type "sontc" drilling rig for the work at OU 11 as 
a test for upcoming sonic drilling work in OU 4. It is suggested that the OU 4 drilling 
will need closer scrutiny due to the higher possibility of spills from hydraulic leaks 
plus the greater contamination concentration. The site was "fidled" for radionuclides 
prior to drilling operations One .5 ml bag of grasdsoil and one 5 ml bag of rags 
received by the Environmental Operations Yard Resource Conservation and Recovery Act 
(RCRA) Custodian, was placed in 90-Day Storage Area #1890 until sampled and 
analyzed for RCRA constituents Environmental 8 Waste Management (EBWM) sampled 
the hydraulic reservoir in rig. Sampling of soil, rags, and reservoir is necessary for 
all spills that are inside an IHSS for waste characterization and designated drum storage 
purposes If samples are determined not to contain hazardous waste, the soil, rags, and 
reservoir sample will be drummed If hazardous, the samples will be placed in 
permitted storage The oil filter will be checked routinely for leaks, cracks, pressure 
buildup, etc as a preventwe maintenance Additional plastic will be spread in a larger 
area to protect ground surface from any oil spills Sample analysis results 
documentation for Internal Occurrence Report. 

On August 31, 1994 at 1430 hours, a propane pipe ruptured north of the T891Q 
shower trailer located in the Environmental Operations Yard. While digging a water line 
trench a subcontractor, using a front end loader, ruptured a propane line which 
caused a leak in the line at the vaporizer. EGBG Utilities responded to the scene 
Environmental Restoration Program Division (ERPO) prepared a Lock Out/Tag Out 
Work Control Package in order for the subcontractor to repaired the line. Services 
were restored to the shower trailer within two hours at approximately 1630 hours 
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On September 8, 1994 at 1030 hours, a water line was being trenched around Trailer 
891 H using a backhoe The backhoe scraped four inches deep across the topsoil and 
pulled up an electncal conduit. The conduit was pulled apart, but no conductors were 
faulted and no breakers were tripped. ERPD prepared a Lock Outrrag Out to turn off the 
disconnect that feeds the trailer and the breaker that feeds the disconnect panel. The 
T891 H trailer was without power until September 13 at 11 00 hours when the conduit 
was repaired and power restored Trailer 891H is used for drum storage record 
keeping and the computers are protected by an Uninterrupted Power Supply unit No 
computer activity was being conducted during the period of the outage No as-built 
drawings exist of the contractor yard Repairs were made to the conduit and power 
restored to T891 H EG8G Construction Management added two spotters as a conservative 
approach to further construction. (Internal Report #1326) 

On September 12, 1994 at 1000 hours, while digging a water line in the 
Environmental Operations Yard North of the 891A Trailer, a backhoe hit a buried 
energized electric cable The electrtcal feeder line was connected to an atr monitoring 
station no longer in use When the backhoe pulled up the line, the buried conduit was 
damagedbent which tripped the circuit breaker Environmental Operations 
Management prepared a Lock Out/Tag Out and Environmental Operatons Management 
Maintenance Electrlcian put the breaker in a safe configuration until a new breaker box  
is delivered There were no injuries September 12, 1994 at 1345 hours, 
Construction Management walked the area and released the project to start up (Internal 
Report #13 1 9) 

On September 16, 1994 at 1105 hours, a student employee brought a camera without 
film on the site Upon realizing he should not have a camera, he reported the situation to 
Operations Management. Secunty personnel were then notified and the camera was 
taken to the outer gate where it was later reclaimed. (Internal Report #1349) 

On Saturday, September 17, 1994 at 0125 hours, Wackenhut Servkes, Inc (WSI) 
issued a Non-Compliance Report (CR94-1665) to EOM for leaving the ignition keys in 
a vehicle inside the Field Operatans Yard The Field Operations Manager was unable to 
locate the keys on Monday morning causing a negatwe impact of four hours lost 
worktime The vehlcle in question was subcontractor owned and operated and is not 
under the jurisdiction of WSI The subcontractor vehicle contained supplies and 
equipment for work on the waterline construction in the Field Operations Yard 
(Internal Report #1359) 
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Please direct questions to Dee Lundberg, ERPD Occurrence Report Coordinator, at extension 
8587 

- 
S &$per, Direbtor 
Environmental Restoration Program Dwision 
EG&G Rocky Flats, Inc 

DAL bjw 

Orig and 1 cc - J M Roberson 

cc 
M N Silverman -DOE,RFFO 
B I Williamson - ” Y 


